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HOW IS VERDEE STRAND BAMBOO FLOORING MADE?

Verdee Strand Woven Bamboo Flooring is made by fine selected MAO bamboo being 
shredded into random strip sizes. The bamboo strips are immersed in non-toxic, water 
based glue, which fills and encapsulates the exposed cells and then compressed by 2,000 
tones pressure with VOC-free adhesives. The solid block is left to stabilize in a resting 
position for 45 days before being processed into flooring material.

This process produces a denser, more stable, and harder floor product which is denser and 
harder than horizontal/ vertical bamboo floorings and most hardwood floorings like Oak, 
Maple and Cherry. It also creates a fine grained hardwood-like appearance to Verdee Strand 
Woven bamboo flooring with extraordinary strength and durability. 

Besides, Verdee Strand Woven is finished by 8-layer Klumpp UV coatings for additional 
protection. Klumpp coating is well-known for its VOC-free, UV-resistance and scratch-
resistance.



VERDEE STRAND WOVEN BAMBOO FLOORING
TYPE : STRAND WOVEN/ TONGUE & GROOVE  |  COLOUR : NATURAL | SIZE : 915X122X14MM 



BENEFITS OF VERDEE STRAND WOVEN BAMBOO FLOORING

Verdee Strand Woven Compressed Bamboo Flooring is made by 100% 
renewable premium selected bamboo, eco-friendly adhesive and coating. 
Verdee Strand Woven Bamboo boasts a formaldehyde emission below class E1 
standard which is safe to human. It has a fine and continuous pattern like 
hardwood. It is hard, dense, stable and durable. 8 layers of UV coating is 
adopted to make a scratch and scuff resistant surface. It does not fade as no dye 
is taken.

Type : Strand Woven / Tongue & Groove  |  Colour : Carbonized |  Size : 915X122X14mm 



Carbonized



SKY GREY 

TIGER

COTTON WHITE



VERDEE STRAND WOVEN BAMBOO FLOORING  
GUARANTEED QUALITY

Different from hardwood, bamboo floorings, especially the strand woven ones, 
has its quality affected most during the manufacturing process. 

For example, if the pressure is not enough or the lamination process is not done 
with care, cleavages or cracks may appear on the log. Moisture content should 
be under well control to avoid a large amount of moisture stay inside the board, 
which affects the heat contraction and expansion rate. Throughout the 
manufacturing process, Verdee Bamboo undergoes a strict quality control: from 
the raw materials, to the curing process, to the milling and finishing.

Quality control is how Verdee Bamboo has earned its reputation.



JOB REFERENCE

•Organic Resources Recovery Center (ORRC)
•ERB Training Centre
•Tai Po Water Treatment Works
•Hong Kong Jockey Club
•Cantonese Opera Education & Information Centre
•Tung Lin Kwok Yuen
•Buddhist Tai Hung College 
•ASD Project : Community Green Station, Kwun Tong 
•ASD Project : Community Green Station, Yuen Long
•T Park, The Sludge Treatment Facility, Tsang Tsui, Tuen Mun 
•TWGHs Wong Fut Nam College, Kowloon Tong 
•Empowerment Housing, Sham Tsang 
•Tsz Shan Monastery, Tai Po 
•Yuen Long Home for the Aged Blind
•GP Battery Office, Science Park 
•TWGHs Lok Kwan District Supoort Centre, Sai Yun Pun 
•St. Matthias Church Chiu Chun Kindergarten 
•Hong Kong Academy, Sai Kung 
•Bijas Restaurant, HKU Centennial Building ( Green Interior Design Award, AOS 
Architects)
•Google office, Times Square (Google)
•Mental Health Association , Tai Po 
•Police Sports & Recreation Club, Mongkok



CONTACT US FOR MORE
INFORMATION & FLOORING 
SAMPLES

Verdee Bamboo Flooring
ECO Full Company Limited

Email : info@verdeebamboo.com

www.verdeebamboo.com

Tel. : +852 2892-0255

Fax : +852 2892-0256

Whatsapp : +852 6767-1097

Showrooms :

Diamond Hill - Plaza Hollywood : No. 321A, L3, Plaza Hollywood, 3 Poon 
Lung St.

Tel : +852 2634-0982

Shatin - HomeSquare : No. 346, L3, HomeSquare, 138 Rural Committee Rd.

Tel : +852 2699-9689

Tsuen Wan - Tsuen Wan Plaza : No. 429, L4, Tsuen Wan Plaza, 4-30 Tai Pa St.

Tel : +852 2614-5889


